






























PARTS LIST, AIR MOTOR 100L 15, PART NO. 423510 

KEY QTY. PART NO. 
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024631 
023557 
024676 
024662 
023559 
023549 
024663 
004164 
423508 
023372 
024661 
423534 
024633 
024653 
024652 
423423 
024651 
024602 
023510 
423794 
023481 
023547 
423403 
423060 
423798 
023558 
423404 
423793 
306612 
423394 
286373 
280537 

DESCRIPTION 

Filter assembly 
Retainer, Spirolox, #RS-181 
Valve collar 
Valve stem 
O-ring
Retainer 
Valve sleeve 
O-rinq
Motor housing 
Roll pin, 3/16 x 3/8 
Valve spring 
Deflector assembly 
Bearing, Fafnir, #ASIK7-SRI #2 
Back end plate 
Cylinder 
Rotor 
Vane 
Spacer 
Align pin 
Front end plate 
Ball bearing 
Ball bearing 
Idler carrier assembly 
Idler 
Ring gear 
Seal 
Spacer 
Bevel spring washer 
Pin 
Gear housing 
3 symbol safety sign 
On-Off label 

• When ordering parts please indicate air motor model, part number and description.
• Recommended spare parts are underlined and should be stocked.
• Common hardware parts can be obtained at any local hardware supply.

NOTES: 

1. Align marks on motor housing as indicated in "View A-A".

2. Location of air motor number (underside).

3. Idler gears (25) are to be lubricated with Non-Fluid Oil #K55 or equivalent. Vanes (17)
must soak in air line oil overnight before assembling air motor.

4. If the rear motor housing (9) becomes loose, it must be retightened while the motor is
running at 20 to 30 psig (1.6 to 2.0 Bar) air pressure. This will ensure proper alignment
and rotor freedom.

5. Spring washers should be assembled back to back with cup shape facing outwards )( .

6. Apply labels (Key 33 & 34) to motor housing oriented as shown in "View B".
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SIGNODE 

NEW TOOL WARRANTY 

Signode Engineered Products Warrants that a new Signode strapping tool will operate per functional 
specifications for a period of sixty (60) days after the date of shipment to the owner's place of business. 
Normal wearing parts, as outlined in the Operation, Parts & Safety manual, are covered by a thirty (30) 
day warranty unless, in Signode's judgement, these parts have been subjected to abnormal or extreme 
usage. Signode's sole liability hereunder will be to repair or replace, without charge, F.O.B. Signode's 
Glenview, Illinois plant, any tool which proves to not operate per functional specifications within the 
stated period. Signode reserves the right to replace any tool which proves not to operate per functional 
specifications with a new or like-new tool of the same model if in Signode's judgement such replacement 
is appropriate. Any new replacement tool provided to an owner will carry a full sixty (60) day warranty. 
Any warranty repaired tool or like-new replacement tool will carry a warranty tor the balance of the time 
remaining on the initial sixty (60) day warranty. This warranty will be extended to compensate for the 
time the tool is in Signode's possession for warranty repairs. 

This warranty is void as to any tool which has been: (I) subjected to mis-use, misapplication, accident, 
damage, or repaired with other than genuine Signode replacement parts, (II) improperly maintained, or 
adjusted, or damaged in transit or handling; (Ill) used with improperly filtered, unlubricated air or 
improper strapping material, (IV) in Signode's opinion, altered or repaired in a way that affects or 
detracts from the performance of the tool. 

SIGNODE MAKES NO WARRANTY, EXPRESSED OR IMPLIED, RELATING TO MERCHANTABILITY, 
FITNESS OR OTHERWISE EXCEPT AS STATED ABOVE AND SIGNODE'$ LIABILITY AS ASSUMED ABOVE 
IS IN LIEU OF ALL OTHERS ARISING OUT OF OR IN CONNECTION WITH THE USE AND PERFORMANCE 
OF THE TOOL. IT IS EXPRESSLY UNDERSTOOD THAT SIGNODE SHALL IN NO EVENT BE LIABLE FOR 
ANY INDIRECT OR CONSEQUENTIAL DAMAGES INCLUDING, BUT NOT LIMITED TO, DAMAGES WHICH 
MAY ARISE FROM LOSS OF ANTICIPATED PROFITS OR PRODUCTION, SPOILAGE OF MATERIALS, 
INCREASED COSTS OF OPERATION OR OTHERWISE. 

Considerable effort has be made to ensure that this product conforms to our high quality standards. 
However, should you experience any difficulties, please contact your Sales Representative providing 
samples and the manufacturing code specified on the tool. 

117029 

422792 

422793 

4!2322 

008556 

Thank you tor your help. 

SIGNODE ENGINEERED PRODUCTS 
Hand Tool Division 

3620 W. Lake Avenue, Glenview, Illinois 60026 

GCAR I toUSING GRCASC CLUTCH ORIVCS, INTCRNAL GCAR.S. GEA!l SETS 

IM-ilTE LUBRIPLATE GR-132 GREASE PNEUMATIC PARTS, AIR CYLINDERS, AJR VALVES, ().RINGS 

SLACK LU8RIPLATE 3000W GREASE MOVING INTERNAL PARTS, JAWS, LINKS 

EP ACCROLUBE GREASE HIGH FRICTION CONTACT PARTS 

LS-1236 AIR LINE Oil AIR MOTORS, AIR VALVES 

ADHESIVES 

422794 LOCTITE #222, PURPLE LOW STRENGTH. SCREWS 114" (6MM) OR SMALLER SIZES 

422795 LOCTITE #242, BLUE MEOJUM STRENGTH. SCREVVS 5/16" (8MM) OR LARGER SIZES 

422796 LOCTITE #271, RED HIGH SlRENGTH. SEMI-PERMANENT SCREW APPUCA TION 

422797 LOCTITE #609. GREEN PERMANENT, CURVED SURFACE PART CONTACT 

274111 LOCTITE #380. BLACK MAX PERMANENT, FLAT SURFACE PART CONTACT 

LARGE BRUSH FEEDWHEEL & GRIPPER TEETH 

© Copyright 2021, Signode 437129 Revision 2 - 2021-11 


