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Inline retracting chute strapping 
machine

SIG-RCM

Greater 
productivity

Simple & fast 
to use

Robust machine 
design

Flexible & 
economic

Up to 20 bundles a minute 
for increased throughput, 

so the RCM can easily 
accomodate line peaks.

Intuitive, icon-driven 
operator display for 

packaging parameter 
changes.

Heavy duty all steel 
construction for longevity 

coupled with reduced 
service and running costs.

Fits to customers needs 
with various strap 

dimensions available to 
suit most products.



Five reasons why the RCM machine is ideal for bundling operations in planning 
and moulding millwork operations

¢  ��Straightforward Controls
The simple and intuitive controls enable strap 
tension to be modified, different progammes to 
be selected and provides information on machine 
status.

¢  ��Low maintenance                                                     
The self-safe strap chute and guarding prevent 
damage to the unit. The self-opening strap chute 
flaps and the chute liner are both wear-free. The first 
main service is after 1,2 million cycles, so keeping 
costs very low. 

¢  ��Precision bundling                                                 
Exactly adjustable and repeatable strap tension with 
Polypropylene strap enable bundles to be secured 
without damaging the sensitive product surfaces.

¢  ��High productivity coupled with lowest TCO                                                                               
The high-speed movable chute and robust strapping 
unit provide maximum uptime and productivity.          
A self-safe strap chute, ensures no damage can 
occur to the unit. All this coupled to extremely low 
parts and service requirements as well as a 3 million 
cycle warranty on chute flaps.

¢  ��Auto strap cycle                                                    

In case of a mis-feed the unit automatically re-feeds 
the strap to secure the load. 85% of misfeeds go 
unnoticed as are resolved automatically for continuous 
operations. 
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Solid stackable bundles
exact strap tension using PP strapping for tight 
damage free packs.

Enhanced productivity
Line stops from strap misfeeds are resolved by the 
auto clear & refeed system within seconds.
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HMI control panel Product protection
The all-electric, modular design enables our customers 
to tailor-make their machine for current and future 
needs. Options include different strap chute sizes and 
strap dispenser locations.

Accurate real time set-up and operational control, with 
simplified machine servicing  through self-diagnostics. An 
optional central control panel can also be supplied for 
multi unit solutions.                                                                

Modular design
Machine dispenser and control panel modules can be 
placed to suit customer layout.

Lower cost
One piece steel chute prevents damage but is easily 
replaceable. Chute flap modules can also be re-used.

Flexible solution
The unit uses economic 5, 9 and 12mm machine 
grade strap, 3 parts only for strap width conversion.

Systems integration
Equipped with its own multi-unit controller, it can also 
be integrated into a complete line control panel.
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Optional dispenser location
Relocatable HMI & strap dispenser modules 
means limited space is no longer an issue.

Service access
Simple, single-handle strap path access, without 
tools for easy service and strap check.

Multiple machine installations
Depending on plant layout and product dimensions, multiple machine units can be installed, and selected in 
varying combinations to economically package customer products. 
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SIG-RCM Technical Specifications

Model SIG-RCM

Single strap cycle (Max.) Approx 3 seconds

Protection level IP 22

Electrical supply 90 - 265V, 1 Phase (L, N & PE)  47 - 63 Hz

Power consumption 0.3 kVA

Maximum fusing 16A (B-character)

Machine weight 175 kg

Temperature range +5ºC to +45ºC

Performance: Depends on chute and package dimensions, conveyor speed, package distances and strap tension.

n  	Centreline sealing strapping head 

n  	Automatic feed-up and strap refeed

n  	Strap coil-tail almost empty alarm 

n  	End of Strap coil automatic removal 

n  	�Coil outside for easy reloading with quick-
change strap cassette

n  	HMI with soft-button technology

n  	�DAT “Direct-Access-Technology” for simple 
service and easy strap clearance

n  	Torque controlled strap tension, adjustable

n  	Wear-free, energy saving direct-drive motor

n  	�Small and narrow machine design for simple 
integration

n  	�Easy machine panel removal and access 
without tools

n  	Low maintenance, low wear strap chute

n  	Interface for integration into automatic lines

n  	First large service after 1,2 million cycles

n  	3 million cycle strap chute no-wear warranty

n  	Standard Colour: Alu Grey RAL 9207  

Packaging Dimensions (Standard)

Min. package height 5 mm

Max. package height 170 mm

Min. package width 40 mm

Max. package width 250 mm

Max. package weight 35 kg

Standard Features

Strapping Specifications

Tension adjustable  10 Strap Tension 
Levels

Tension on bundle Up to 450 N

Sealing method Heat Seal

Strap type PP (Polypropylene)

Strap width 5, 9 and 12 mm 

Strap thickness 0,4 - 0,66 mm

Strap coil core
Inner 200 - 228 mm
Outer 428 mm 
Width 160 - 190 mm

Dimensions:
Illustrations show SIG-RCM machine. 
All dimensions in mm.

Power connection


